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INTRODUCTION

The efficiency of reverse-jet filters is a very interesting subject
and is one on which it is difficult to gather reliable data on applica-
tions other than radicactive. Added to this complexity is the fact that
for the most industrial applications, it makes little difference whether
the collection efficiency is 99.9% or 99.9%, and therefore little efficiency
data is forthcoming from users other than those hahdling radiocactive
materials.

In considering the data presented here, it should be kept in mind
that the plant from which it originastes is primarily a high-volume pro-
duction unit, not a laboratory or research unit. Although the control
of dust in the plant and the proper and efficient collection of that dust
are of prime importance, there is little "research time'" available for
investigations on the fine points of control systems that are doing a
satisfactory job. Thus ihvestigations which were started, or begun on
& pilot basis, sometimes have not yet been carried through to completion,
and one finds places in the data where there are more questions than
there are answers. Nevertheless, much data gathered here is invalueble
becausé it represents actual production operation conditions, and could
not be duplicated on a research basis without excessive expanse. At
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least, it indicates trends and provides a basis for further work and
thought on the part of those interested in this question.

The statement is frequently made, and is in conformance with filtra-
tion theory, that the higher the flow rate through a filter, the loﬁer |
the efficiehcy will be for the small particles (1.0 or 0.5 micron and
less) vwhich are trapped by diffusional and electrostatic forces rather
than screening or impingement. This statement, to the best of our
knowledge, is true, but it applies only to & given filter medium. It
may ﬁot be true, in a quantitative sense, for one filter medium as com-
pered with another. One factor deserving consideration is the fact that
the chaﬁce of entrapment of a particle due to the random1process of
diffusion is proportional to the surface area of the filter fibers. Thus
small fibers comprising a thick, dense filter medium of high. specific
surface (such as wool felt) will aid in collection of small particles by
the mechanism of diffusion, and will permit higher gas velocities than
could otherwise be tolerated. | ) |

Quite a variety of dense filters of various special and synthetic
fibers have been made, which give quite exceptional efficiencles and
which usually operate at low flow rates. The reverse-jet filter is to
date, as far as we know, the only mechanism permitting the use o? such
a dense, fine-fibered filter on heavy dust loads where it is necessary

to maintain the porosity of the filter, instead of throwing the filter

away when 1t is plugged.
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METHODS AND PROCEDURES

All effluent stack samples were taken by means of an isokinetic
sampling head, usually at flow rates between 0;5 and 1.0 cfm, ueing
Whatman No. 41 filter paper. Samples obtained were counted either in
parallel plate alpha counters or in scintillation counters. With a
few rare exceptions, at least three and frequently many more samples
vere taken, covering an appreciable operating period on the order of
eight to twenty-four hours. i

The amount of dust entering the filter was determined by weighingr
the collected dust. Where iﬁdicated, chemical analyses were performedb
on the collected dust to determine the Uranium content (or content of
other alpha emitters), and the assumption was made that the effluent ‘
dust was of the same percentage composition as the entering dust. WitﬂA
few exceptions, this should be a fairly safe assumption for the products
and ?rocesses involved. Thus the reported effluent concentration figufes

are calculated on the basis of total dust by weight from alpha activity

determinations.

DISCUSSION OF RESULTS

The summary of test results reported on units 1n this study is
tabulated in Table 1. It will be noted from the Performance Data
columns that almost all of these units are operating under industrial,
rather than leboratory, conditions. Effluent concentrations range

from the order of 7 x 10‘“ to 2 x 10-8 grains per cubic foot. Some

of the lower concentrations are based on non-typical operations, or on
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a few number of samples; accordingly the average, with units 5a and 6
omitted, is 2.0 x 10'“ grains per cubic foot. Some‘of the values for
Unit No. 7 have been omitted, for reasons that will be discussed.
Average efficiency, on this basis, 19.0.0135% passed, 99.986% retained.

Unit No. 7 in Teble 1 1s one duty that has been very troublesome.
The dust which it is handling is known in the slang of the reverse-jet
filter as a "seeper." In field exferience with approximately 1000
reverse-jet filters on industrial applications, about a half-dozen
"geepers” have been encountered. After considerable experimentation,
the troubles with this unit were cured, or at least minimized, by the
use of HCE-treated felt. From one point of view, the difficulties with
Unit No. 7 in Teble 1 is one duty that'has been very troublesome.
probably hold true for the general application are easier to determine
on this ﬁnit. The fact that the dust is a "seeper" gives larger ef-
fluent concentrations, and this plus the fact that the dust is radio-

~active makes effluent concentrgtionsheasier to assess.

Table II presents a history of:tﬁe efficiency tests on Unit No. 7.
It will be noted that with plein felt, collection efficiencies were on
the order of 99.2%, and this was regarded as unsatisfactory. The aver-
age of all efficiency tests using resin treated and HCE felt was 99.94&%
as shown in Table 1 previously. Figure 1 shows & chronological plot of
the history of Unit No. 7. Points lzbelled A and B are seriously
questioned, although what back-checks are possible on the original data

reveal no apparent error.
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Sections of Figure 1, expanded, are plbtted in Figure 2. For the
resin-treated felt, 5 poinﬁe form an almost perfect straight line when
the time scale is logarithmic; and for HCE felt, 4 points form the same
type of straight line. The resin-treated felt data covers a service
periocd of from 1 to 20 days, and the HCE from 10 to 200 days. Since
the lines have approximately the seme slope, the increment in effluent
concentration per day is approximately ten times greater for the resin-
treated than for the HCE felt.

The straight lines obtained are very impresslve when it is re-
membered that these various samples were taken over a year apart and by
different persons; and that each point represents from 3 to 14 samples,
over periods of 6 to 10 hours total sampling time for each point. Thus
it is apparent why points A and B are puzzling; surely they cannot be the
feult of randomness of the data. On the other hand, no other apparent
factors affecting these results were observed, or at least recorded, and
the answer is probably lost in history.

During the course of the experimenting with Unit No. 7, the data
shown in Figure 3 were obtained. It is reasonable to assume that un-
disturbed felt should be a more efficient filter medium than felt which
is "worked," by the blow-rings in order to maintain porosity. Although
the notation in the figure shows blow-ring operation "normal" at the
beginning of the test, this is open to question, as the data would
suggest that the blow-rings were operating continuously rather than on
pressure-switch actuation as would be really "normel." The ratio of the

last two points on the curve 1s about h5/l greater for continuoue blow-
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‘ring operation than for non-operation. Presumably the same type of

effect, although lesser in magnitude, would be noted with any dust.

SUMMARY

In the Uranium refining operations reported, the overall average
effluent concentration from reverse-jet filters is 0.16 grains per
1000 cubic feet, representing 0.0135% passed or 99.986% retained.

One dust was found to be a "seeper", and as the result of experi-
ment‘HCE felt is now being used on this filter. Detailed testing
showed that effluent concentrations apperently first decrease, then in-
crease in a logarithmic fashion with respect to time. The rate of in-
crease in effluent for resin-treated felt was about 10 times that for
HCE felt:

On the basis of a single series of tests, effluent concentrations
were found to be ae high as 45 times greater with continuous blow-ring
operation than with no blow-ring operation. This effect is magnified
in this instance but the ssme type of relationship probably is true for
any dust. Thus it is postulated that pressure control operation should
be more efficient than continmuous operation, but there is no data to

subsgtantiate thils point.
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Fig. 1 —History of efficiency tests

on unit no. 7.
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Fig. 2—Variation of effluent with
length of bag service for unit no. 7.
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Fig. 3— Variation of effluent with
blow ring operation, unit no. 7 with
plain felt.




